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X SEE NOTE D

PIPE SEE
\80.04/

SEE NOTE B

NOTES:

A. 2"J DRAINS @ 48"CC MAX, FOR WALLS
ADJACENT TO SIDEWALKS OR CURBS.
PROVIDE 4" PLASTIC PIPE UNDER THE
SIDEWALK TO DISCHARGE THROUGH CURB
FACE. EXPOSED WALL DRAINS SHALL BE
LOCATED 3"+ ABOVE FINISHED GRADE.

FIRMLY TO BACKFACE.

B. 6" MIN SQUARE ALUMINUM OR GALVANIZED
STEEL WIRE 1/4" MESH HARDWARE CLOTH
(22GA MIN WIRE DIAMETER). ANCHOR

C. 1 CUBIC FOOT PERVIOUS BACKFILL MATERIAL
IN A NONWOVEN FILTER FABRIC, SECURELY

TIED.

D. PERVIOUS BACKFILL MATERIAL CONTINUOUS

SEE NOTE C

ELEVATION SECTION

 \WEEP HOLE AND PERVIOUS BACKFILL

NOTE:

FOR PLACEMENT IN BRIDGE DECKS,
SEE JOINT SEAL DETAILS. FOR WALL
THICKNESSES LESS THAN 12", USE
1/2 THE WALL THICKNESS

1/2" PREMOLDED EXPANSION

IS SHOWN ELSEWHERE

WATERSTOP

e

JOINT FILLER UNLESS OTHER
THICKNESS AND/OR MATERIAL

10

GRADING PLANE

BEHIND RETAINING WALL OR ABUTMENT.
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4" PERFORATED STEEL
PIPE (1.63MM THICKNESS) J
AND PERMEABLE

MATERIAL CONT BEHIND
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TYPICAL DETAILS

APPLICABLE TO ALL DRAWINGS UNLESS NOTED OR SHOWN OTHERWISE

CUT OR BUTT EVERY OTHER
FRONT FACE HORIZONTAL BAR

SEE DETAIL A

SECTION

JOINT MAY BE FORMED WITH 1/8"

HARDBOARD AND CUT BACK TO THE
ROOK OF THE CHAMFER ON THE

EXPOSED FACE

DETAIL A

(2
WEAKENED PLANES

THICKNESS AND/OR MATERIA

1/2" PREMOLDED EXPANSION

JOINT FILLER UNLESS OTHER \
L

IS SHOWN ELSEWHERE

2"

SEAL BETWEEN
FILLER AND
WATERSTOP

1/8" MIN THICKNESS

/ WATERSTOP

1"

3/4" CHAMFER

- 60'-0" MAX -
TOP OF WALL n
\S0.04/
(4
— /
.
\80.04/
TOP OF
T FOOTING
o \) o) o
\
1/8" TYP
\$0.04/
12" MIN—| B 20'-0" MAX

3\ WALL EXPANSION JOINTS

\804/ AND WEAKENED PLANES

NOTES:

HOLES WILL BE PERMITTED IN
THE OUTER 1/2" OF THE WEB FOR
WIRE, RINGS, ETC. TIE WEB TO #5
REINFORCING BARS @ 16"CC MAX
INTERVALS TO SUPPORT THE
WATERSTOP IN PROPER

POSITION DURING CONCRETE LAP

NOTE: PROVIDE STD HOOK AT ENDS OF

ALL INTERIOR

IN LIEU OF SINGLE BEND 5| 141

Y

WATERSTOP TO HAVE 5 OR MORE

PLACEMENT. / B

/‘ CORNER BARS MAY BE USED

REBAR - TYPICAL
LAP

STD 90° HOOK

PAIRS OF RAISED RIBS TO 7

PROVIDE 0.10 SQUARE INCHES

MINIMUM CROSS-SECTION AREA
ON EA HALF OF THE WATERSTOP.

STD 90° HOOK

STP 90° HOOK

STD 90° HOOK

(_\
A / ] » N
ABUTMENT ' A4 \k #5 BAR SINGLE LAYER BARS
= " - LAP
© 3/4" CHAMFER #5 BAR 2 1/2" / R=1/16"
y - _ STD 90° HQOK ) LAP
<] © SEAL BETWEEN FILLER —ﬁvﬂep AT SPLICE
/ t BONDING STRIP AND WATERSTOP «
O e 1
| AV ok =
FRONT EACE OF WALL S X L : NOTE: SEE CONCRETE NOTES
ONTFACEQ 2 “ 21D Al 1D K. FOR ADDL REQUIREMENTS
|—“ ‘y
% DOUBLE LAYER BARS
OFFICE OF THE STATE FIRE MARSHAL
~ FUREF AN M ONLY
(4 WALL EXPANSION JOINT (s \DRAIN PIPE AND (=) WATERSTOP 552205 /7 CORNER REINFORCING AT
w S0.04 W “Gdvid Nye, DSFM
PERMEABLE MATERIAL 4
JAN 09 208 CONCRETE FOOTINGS
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splite ety Fral sppout i oo
5;1':;! :E ansap‘j;fnlgrcﬁjhé 1,':ur-c~;5cr SI{IE at aIIFlimas
4D 1/8" MIN 6' 0" 2| Oll
900 n - - L - -
# 2[1/2" MIN
‘ < ‘ . REBAR REBAR J, 245 VERTS WHERE 2'-0" EXTENSION MAXUNO |~ TYP
A D o =X 18 T b'd MIN Tl CANNOT BE ATTAINED, W 1% -
S v STEEL PL PER CJ. ROUGHEN JOINT — REINFORCING — =l EXTEND AS FAR AS
_‘ DETAILS, | o 76 1/4" MIN AMPLITUDE CONTINUGUS POSSIBLE AND USE _
[ END HOOKS & BENDS MINIMUM BEND DIAMETER ~ 2/3D MIN, TYP i J b 9| THRU JOINT STD HOOK ——- [ " 1
. D=6D FOR #3 THRU #8 ! g ) &l , :
W oo D=8D FOR #9 THRU #11 /) - 1/2" CHAMFER STRIP, 02 5 I Y—— + - )
<z - PLACEMENT W/ARCHL M e L § bl
=< _IEl. SEE AT TTEL 95 v L v 2" CLR TO #3 U-BAR AT EA——
] 7 i/ Slz 2o | | HAIRPINS, Y
Sg a E = MIN THROAT = 2D MIN N LEFT FOR Ools wo TYP ORIz OR VER L B
< - - h ALTERNATIVELY, HOOK
< MINIMUM BEND DIAMETER NOTES: 6D SIZE SURFACE TO BE CLEAN _/ N CONC WALL HORIZ & VERTS
#*Of—— D=4D FOR #3 THRU #5 AND FREE OF LAITANCE PER PLAN #4x4'-0" DIAG SECTION
x5 D=6D FOR #6 THRU #8 1. REINFORCING TO BE WELDED, EXCEPT ASTM A706, SHALL CONFORM TO  PRIOR TO SECOND POUR | ls o CONC WALL - FIRST | SECOND _ EA CORNER E——
L THE MATERIAL PROPERTY REQUIREMENTS OF ANSI/AWS D1.4, NEWEST PER PLAN POUR ' POUR / 445 HORIZ T&E
o TIES & STIRRUPS EDITION. ! 2-#5 VERTS EA SIDE, FTG
2. ALL PREHEATING AND WELDING SHALL BE DONE IN ACCORDANCE WITH HORIZONTAL VERTICAL DOWELS TO MATCH A A
o o ANSI/AWS D1.4, NEWEST EDITION. VERTICAL
NOTE: ALL HOOKS SHALL BE 90° OR 180° STANDARD HOOKS ! CONSTRUCTION JOINT (CJ) CONSTRUCTION JOINT (CJ)
UNLESS OTHERWISE SHOWN OR NOTED. 3. ALL WELDING SHALL BE CONTINUOUSLY INSPECTED BY A QUALIFIED 50" MAXLIFTS) ELEVATION

73\ STANDARD REBAR HOOKS AND
\$04/ BENDS

LABORATORY.

s \REBAR WELDING

300SD002-32

(1 CONCRETE WALL JOINTS

/1 OPENING REINFORCING

(N

80.04 320SD003-12

\$2% IN CONCRETE WALLS

(1

320SD007-32
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Structural Engineers, Inc.
600 Q Street, Suite 200, Sacramento, CA 95811
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CALIFORNIA STATE FIRE MARSHAL- APPROVED

Approval of this plan does not authorize or
approve any omission of deviation from
applicable regulations. Final approval is
subject to field inspection. One set of
approved plans shall be available on the
project site at all times.
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JACK WITH 20,000
LBS MIN CAPACITY

- Oll

ADJUSTABLE

WF BEAM

CROSS BRACING /

SCREW JACKS

(2) (E) L4x4x1/2 I\

NOTES:

SHORE BOTTOM CHORD DURING
ABUTMENT & BOLSTER BEAM REPAIRS
I

~
i

P
//
/’T/?L/
L— ¥
SOUTH
ABUTMENT

PROVIDE I-BEAM BLKG SECURED
BETWEEN EXISTING CROSS BEAMS

BOTTOM CHORD -

BRACE BOTTOM CHORD
LATERALLY DURING
FLOOR DECK REMOVAL
AND RE-INSTALLATION

(E) STABILIZATION

™~ ~
S =~
AN A
> =

CAMBER BRIDGE PER
SHORING NOTE BELOW

LOCATE SHORING
TOWERS HALF-WAY

TO BE

FRAME SEE
\$101/

1. SEE SHORING NOTES FOR DEAD LOADING

ADJUSTABLE

SCREW JACKS

\ SHORING TOWER

BASE FRAME WITH
35,000 LB MIN
CAPACITY, SHORING
ENGINEER TO
DESIGN

1" (MIN) STEEL BASE PL

< <
/
RISS PANEL \

POINT \ e /

./

STEEL BM CLAMP
CROSS BEAM
5.9\

PER SHORING DESIGNER

¢ /f (2) (E) L6x4x3/8

a“Q
TOP OF COLUMN

21'-51/2"+

RIDGE

LEVEL FILL W/ 3/8"
PEA GRAVEL

1/ " — 1I_0|l

15'-4 5/8"+
S

BOTTOM OF TOP CHORD

I

NOTE:

REMOVE ROOF FRAMING AS
NECCESSARY FOR CLEARANCE
DURING JACKING

(E) W12x50 COLUMN

_23'-

0"+

%

LEVEL 0 - RIVER BED [

(E) TEMPORARY STABILIZATION FRAME

I (b | EA SIDE
I — E)W12x53 M8 I
I i
o 0-0 i d
BOTTOM OF BOTTOM CHORD
|| e [
N ~Z
I AN P l o
AN ~Z _t
! 2K I
I PN I *
2 AN
L~ (2) (E) L5x5x |

T (E) FOOTING PAD

(A

1/8"

— 1 I_OII

REMOVE NUTS & PL FOR
RE-INSTALLATION @
SHORTENED CONCRETE
PEDESTAL W/ 1/2"
GROUT FILLER

EXISTING TIEBACK END REPAIR

(E) (4)-#7 VERTS

UTILIZED AT SHORING

ENGINEER'S DISCRETION AND
UNDER SHORING ENGINEER'S

STAMP AND SEAL

(E) 1"@ GRADE 50 THREAD BAR
(DO NOT CUT OR DAMAGE)

CHIP OUT CONCRETE AROUND
REBAR & THD ROD

WITH PARABOLIC

DISTRIBUTION TO EA

SHORING TOWER

SHORING ELEVATION

NOTE:

BETWEEN PANEL
POINT OF TRUSS, TYP

" - 20'_0"

CUSTODY OF EXISTING TEMPORARY STABILIZATION
FRAME TO REMAIN WITH CALIFORNIA STATE PARKS.

SAWCUT CONCRETE 2"

DEEP MAX @ PERIMETER

FINISHED
/ GRADE

et

*III‘HIIIM%H

SHORING NOTES:

(3
1oy

S$1.01

. PRIOR TO SHORING, CONTRACTOR TO PERFORM AS-BUILT SURVEY AND

PROVIDE SHORING AND ALIGNMENT PROCEDURES IN ORDER TO

ESTABLISH VERTICAL AND HORIZONTAL CONTROL.
. CONTRACTOR SHALL ENGAGE A CIVIL ENGINEER TO DESIGN & DETAIL

SHORING & BRACING SYSTEM.

DETAILED MEMBERS

. DEAD LOAD OF EACH TRUSS IS 650 LBS PER FOOT
. CONTRACTOR TO PROVIDE SHORING AND BRACING SHOP DRAWINGS

. SHORING CONTRACTOR SHALL HAVE 5 YEARS MINIMUM EXPERIENCE.
. SHORING SYSTEM SHALL BE ADJUSTABLE TO ALLOW STRAIGHTENING
AND CAMBERING OF EXISTING TRUSS ELEMENTS AND REPLACEMENT OF

AND CALCULATIONS SIGNED BY CIVIL ENGINEER REGISTERED IN

CALIFORNIA.

. BRIDGE TO BE SHORED TO ELEVATION SHOWN ON DRAWINGS. PROVIDE

AN INITIAL UPWARD CAMBER OF 4" AT MIDSPAN PRIOR TO SHORING
RELEASE TO ACCOUNT FOR TRUSS DEAD LOAD DEFLECTION.

TO REMOVAL

. SECONDARY SHORING NOT SHOWN. SHORING CONTRACTOR TO
DETERMINE WHERE REQUIRED
. CONTRACTOR MAY UTILIZE (E) STABILIZATION FRAME IN SHORING PRIOR

3/8" = 1'-0"

/”;\
I
|
|
I
|
|
|
I
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SHORE BOTTOM CHORD DURING ABUTMENT
& BOLSTER BEAM REPAIRS

SHORTEN ENDS
™~ AFTER CABLE

o~ REMOVAL
U &
~

P S

L L —

NORTH
ABUTMENT

(E) DEADMAN
FOOTING TO

(E) STABILIZATION REMAIN

FRAME SEE
Tope Y
UTILIZED AT SHORING ENGINEER'S

DISCRETION AND UNDER SHORING
ENGINEER'S STAMP AND SEAL

FICE OF THE STATE FIRE RSHAL
OF{PPROVED FRFZAN ONLY
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Appeoval of thss plan does not authofize or
approve any omissien o deviation from
applicable regulations Final approval is subject

to field inspection. One set of app rm-el:IH:
shall be available on the project site at all imes
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Structural Engineers, Inc.
600 Q Street, Suite 200, Sacramento, CA 95811
tel 916.443.0303 fax 916.443.0313

Sacramento . Phoenix . San Francisco

DEVELOPMENT DIVISION

ACQUISITION &

One Capitol Mall

Sacramento, CA
95814-3229

CALIFORNIA STATE FIRE MARSHAL- APPROVED

Approval of this plan does not authorize or
approve any omission of deviation from
applicable regulations. Final approval is
subject to field inspection. One set of
approved plans shall be available on the
project site at all times.

Reviewed by Date
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ACCESSIBILITY SECTION
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» @ 6 @ (6) @ (B (9 10  an (12 13 @49 (15 @ (17 (19 (19) 20 (1) 22 (3 (9 29 (@0 (@7
ZATION FRAME SEE S1.02 (B) STABILIZATION FRAME SEE S1.02
REMQOVE FLOOR RUNNERS AND — REMOVE 2/ LAYER FLOOR DIAGONAL|DECKING
STORE FOR RE-INSTALLATION AND STORE FOR RE-INSTALLATION
R \\\\\\\\\ /// //// /
Sl
2N
i G I 27 ///\/\\ N
I /////\ O
N Ho
— (E) STABILIZATION FRAME SEE S1.02 \
(E) STABILIZATION FRAME SEE S1.02
o @ & & 6 6 O & » @w @ @ @3 @ @0 (@@ @ @ @@ @ @@ @ @ @ @ @ @
FLOOR DECK DEMOLITION PLAN — 1/8" = 1'-0"
NOTE:
1. SEE S0.02 FOR DEMOLITION NOTES.
2. SEE SHEET S1.01 FOR SHORING NOTES PRIOR TO DEMOLITION.
3. KNOWN DAMAGE TO EXISTING FLOOR DIAGONAL DECKING AND BOTTOM CHORD HAS BEEN RECORDED IN DRAWING SET. ANY
ADDITIONAL DAMAGE ENCOUNTERED DURING CONSTRUCTION SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER.
4. AFTER FLOOR DECK HAS BEEN REMOVED, CONTRACTOR TO PROVIDE TIMBER INSPECTION OF THE (E) BOTTOM CHORDS.
NOTIFY STATE REPRESENTATIVE AND ENGINEER OF ANY DAMAGE ENCOUNTERED.
O @ & »w 6 6 o 6 o @w @ @@ (@’ @@ (@B (@ [ @® @ @ E) @@ @ @ @ @ (@)

e (E) STABILIZATION FRAME SEE S1.02

REMOVE AND STORE X-BRACING FOR RE-IN

STALLATION

REMOVE TOP CHORD LAMINATIONS.
STORE UN-DAMAGED 20'-0"+ LONG MEMBERS FOR RE-USE

STABILIZATI(C

DN FRAME SEE S1.02

\ (E) STABILIZATION FRAME SEE S1.02

® ©® O 6

DEMOLITION NARRATIVE OF INTENT:

DEMOLITION OF THE STRUCTURE SHALL BE HANDLED WITH
CARE TO PRESERVE THE HISTORIC STRUCTURE. ALL
REMOVED MEMBERS SHALL BE SALVAGED AND STORED FOR
REUSE. SEE HISTORIC REHABILITATION NOTES. SHORING
SHALL PRECEDE DEMOLITION.

NOTE:

REMON\

Z

(11)

N——

/E ROOF TRU

12

TOP CHORD DEMOLITION PLAN — 1/8" =

\ STRUCTURAL ENGINEER TO
OBSERVE DECONSTRUCTED TOP
CHORD CAST BEARING SEAT

SEE ARCH'L DEMOLITION PLANS FOR

SSES ABOVE|TOP CHORD LINE 1 TO 27 REMOVAL OF FINISHES

(17)

N—"

16

(13  (14)

N——

15 18

N—"

19

n SALVAGE REUSE NOTES:
1!_0!! W 1

OR DAMAGED MEMBERS.

24

E) STABILIZATION FRAME| SEE S1.02
25 20 (27
RS B O
Reviewed Dy« £
“Bdvid Nye, DSFM
JAN 09 208
ey Sexas o cevishon o

applicable regulations Final approval is subject

field inspection. One sel o apprn-.'edrp!ans

shall be avadable on the project site at all times

CONTRACTOR SHALL HOLD 20% CONTINGENCY FOR BROKEN

2. REUSED MATERIALS SHALL BE SUBJECT TO TIMBER

NOTE: INSPECTOR OVERSIGHT.

1. SEE SHEET S1.01 FOR SHORING NOTES PRIOR TO DEMOLITION. 3. NET SIZES OF REPLACED MEMBERS SHALL MATCH

2. SALVAGE EXISTING MATERIALS AND STORE. DO NOT DAMAGE EXISTING EXISTING MEMBERS.
MATERIALS DURING DEMOLITION

3. KNOWN DAMAGE TO THE EXISTING UPPER CHORD AND UPPER STRUCTURE 4. ggﬁ?gggégbg%‘gﬁﬂiiﬁgLUI\/IBER GRADE & MOISTURE
HAS BEEN RECORDED IN DRAWING SET. ANY ADDITIONAL DAMAGE 5. REMOVE EXISTING TENSION RODS WITHOUT CUTTING
ENCOUNTERED DURING CONSTRUCTION SHALL BE BROUGHT TO THE " OR DAMAGING
ATTENTION OF THE ENGINEER. '

4. AT TIME OF TOP CHORD REMOVAL FOR RECONSTRUCTION, ALERT

STRUCTURAL ENGINEER. TOP CHORD CAST IRON BEARING SEAT TO BE
REMOVED FOR OBSERVATION BY SEOR

(N

(1

Buehler & Buehler

Structural Engineers, Inc.
600 Q Street, Suite 200, Sacramento, CA 95811
tel 916.443.0303 fax 916.443.0313

Sacramento . Phoenix . San Francisco

ACQUISITION &

DEVELOPMENT DIVISION
One Capitol Mall

Sacramento, CA
95814-3229

CALIFORNIA STATE FIRE MARSHAL- APPROVED

Approval of this plan does not authorize or
approve any omission of deviation from
applicable regulations. Final approval is
subject to field inspection. One set of
approved plans shall be available on the
project site at all times.
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(E) DEADMAN ANCHOR

TIEBACK HARDWARE TO

REMAIN

CUT ENDS AFTER
CABLE REMOVAL PER

OFFICE OF THE STATE Fii‘;&{é%ﬁﬁi

LY

APPROVED FJRE ANDLS
Reviewed by

“Bdwid Mye, DSFM
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/ |
/ | (E) ROCK ANCHOR
// | TIEBACK HARDWARE
/ \ TO REMAIN
/ |
/ \
[ \
/ \
\
,’ (E) GALV. WIRE ROPE \
| TO BE REMOVED & \
| STORED WITH POSTS \
I \
RAILING PER ARCH, TYP / | (E) CONC FDN, PADS & \
I TEMPORARY
I STABILIZATION FRAME
(E) DEADMAN FTG ,’ TO BE REMOVED, TYP \\
TQREMRIN ’ (E) W12 TEMPORARY BM \
ONONO @ ® (@ 0 a1n"(12 @13 (@14 15 17) (18 (19 (0 1)/ Q2 (23 (4 (25 (26) (27)
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! \\ / |
\ 2 - |
___________ . _________________J \ \s1.02/ T N\ A\ RN,
— \\ L L L PR BN PR L L iR 1> 1 JN N (E) DEADMAN FTG
wmet Y (D72 3 @ G ® @O @® (© @ ) 1@ @ @ 1 0@ 0@ 1 49 @0 @ 27 TO REMAIN
PLAN \52.02/ \ 7 NORTRVZ S
\ _ ABUTMENT \§203/
‘\ yd PLAN
\ J/ ABUTMENT SCOUR (E) CONC FDN, PADS AND TEMPORARY
‘\ 7 PROTECTION PER STABILIZATION FRAME TO BE REMOVED, TYP
\ // CIVIL
\ /
\ /
\ ;“ //
| (@) /
\ T /
| o /
\ w /
RIVER CHANNEL > /
GRADE BREAK ‘ o /
\ < /
\ m
= /
\ /
/
‘ /
‘ /
\\ /
| APPROXIMATE APPROXIMATE /
| LOW WATER LEVEL LOW WATER LEVEL / (E) ROCK ANGHOR
| / TIEBACK'HARDWARE
\\ / TO REMAIN
|
|
|
|
|
\

(E) ROCK ANCHOR
TIEBACK HARDWARE
TO REMAIN

N

BRIDGE FOUNDATION PLAN — 3/32"=1"-0"

A ABUTMENT ROCK WALL REPAIR PROCEDURES

sz

2.

W

NGO

EXISTING LARGE STACK ROCK WALL TO REMAIN INTACT. REPAIR
INTENTION IS TO STABILIZE ROCK WALL. EXISTING STONE MASONRY
VENEER IS INTENDED TO BE REPLACED.

CLEAN JOINTS BETWEEN ROCK AND GROUT TO 12" DEPTH OR TWO-
THIRDS ROCK DEPTH MINIMUM.

PROVIDE SHORING AS REQUIRED.

REMOVE BACKFILL BEHIND ROCK WALL FOR PILE CAP WALL ANCHORAGE
AND INSTALLATION.

INSTALL MICROPILES.

BACKFILL AND CONSTRUCT PILECAP.

CONSTRUCT STONE MASONRY VENEER TO MATCH EXISTING CONDITIONS.

CONTRACTOR CAN PREPARE AND SUBMIT ALTERNATE REPAIR
PROCEDURE FOR REVIEW. (SEE GENERAL NOTE #8 ON SHEET S0.01)

JAN 09 2018

Appecwal of thes plan does nod aulhorize of
approve amy omiss=on or deviation from
applicable regulations Final approval is subject

field inspection. One sel o apprn-.'edrp{ans
shall be avadable on the project site at all times
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Buehler & Buehler

Structural Engineers, Inc.
600 Q Street, Suite 200, Sacramento, CA 95811
tel 916.443.0303 fax 916.443.0313

Sacramento . Phoenix . San Francisco

ACQUISITION &

DEVELOPMENT DIVISION
One Capitol Mall

Sacramento, CA
95814-3229
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CALIFORNIA STATE FIRE MARSHAL- APPROVED
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